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Sony Comércio e Indústria Ltda.
Sony Profesional de México, S.A. de C.V.
Sony Puerto Rico, Inc.
Sony Broadcast Export Corporation

Sony of Canada Ltd.

 

1602 Tricont Avenue
Whitby, Ontario L1N 7C3

 

Sony Electronics Inc.

 

3300 Zanker Road
San Jose, California 95134

 

Technical Bulletin  

 

Static electricity on the DY shield may cause horizontal
noise to be displayed. To correct this condition perform
the following modification.

 

MODIFICATION PROCEDURE

 

Fit a ground strap between the DY shield and the center
frame as shown in Figure 1.

 

PARTS REQUIRED

 

Part No. Description Qty.

 

1-923-511-84 Ground Strap (18 AWG) 1

 

Figure 1
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ADD GROUND STRAP C BOARD

USE THE SCREW ON 
THE DY SHIELD TO FIT 
THE GROUND STRAP
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POWER SUPPLY BLOCK

DY SHIELD

USE THE SCREW THAT SECURES THE 
POWER SUPPLY BLOCK TO THE CENTER
FRAME TO FIT THE GROUND STRAP

 

1998-061

 

Date:

 

March 9, 1998

 

Model:

 

PVM-8040, PVM-8041Q, PVM-8044Q 
PVM-8043MD, BVM-8044QD

 

Serial No:

 

2,000,001–2,002,400 (BVM-8044QD)
2,000,001–2,019,350 (PVM-8040)
2,000,001–2,011,750 (PVM-8041Q)
2,500,001–2,519,100 (PVM-8041Q)
2,000,001–2,001,300 (PVM-8043MD)
2,000,001–2,008,100 (PVM-8044Q)
2,500,001–2,511,700 (PVM-8044Q)
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