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A new 3-pin connector assembly (P/N

 

 1-900-221-77

 

)
that can be connected to all new MIC series monitors
is now available for the BKM-101C units listed above.

 

NOTES:

 

• For BKM-101 units with serial numbers 2,002,688–
2,002,837, use the supplied connector which can
be connected to all new MIC series monitors. 

 

Or

 

, a
3-pin connector assembly can be ordered from the
World Repair Parts Center.

 

World Repair Parts Center—Americas
8281 N.W. 107th Terrace
Kansas City, MO 64153
(816) 891-7550
FAX: (816) 891-2580

 

• The 3-pin connector assembly is designed only for
MIC series monitors with an A board suffix -15 and
higher in the following PVM units.

PVM-1351Q 2,012,351 and higher
PVM-1354Q 2,019,551 and higher
PVM-1454Q 2,010,701 and higher
PVM-1954Q 2,008,101 and higher
PVM-2054Q 2,002,701 and higher

• The description of the 3-pin connector assembly
has been added to the instruction manual.

 

Display

 

96-160

 

DESCRIPTION

 

Date:

 

November 4, 1996

 

Model:

 

BKM-101C

 

Serial No:

 

2,002,678–2,002,847

 

Subject:

 

 3-PIN CONNECTOR SUPPLIED

 

Video Products

 

V96-190

 

DPMO96-023
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